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Description
The Bell & Gossett MV3B Valve Kit is a packaged and partially pre-assembled collection of common components required
for commissioning a terminal unit. Temperature control valves, piping and coils are not supplied by Bell & Gossett.

The MV3B kit consists of:

Balloon | Part number InIet‘ Outlet' Description
connection | connection
A Model UBV - combination shut off valve and union end with one
pressure / temperature port, drain valve and tailpiece
B Connection size for coil/terminal
C Model UA - union accessory with one pressure / temperature

port, manual air vent, tailpiece and union end
Connection size for two-way temperature control valve (by oth-

ers)
Model MV - Venturi/ball valve combination, calibrated balance,
L commissioning and positive shut off valve with two pressure /

temperature ports, standard port ball valve, tailpiece and union
end

Xylem Inc. Phone: (847) 966-3700

8200 N. Austin Avenue Fax: (847) 965-8379

Morton Grove, lllinois 60053 xylem.com/bellgossett

This information is subject to change without notice. All information presented herein is believed reliable and in accordance
with accepted engineering practices. Xylem makes no warranties as to the completeness of this information. Users are re-
sponsible for evaluating individual product suitability for specific applications. Xylem assumes no liability whatsoever for any
special, indirect or consequential damages arising from the sale, resale or misuse of its products.

© 2026 Xylem Inc. or its affiliate. All rights reserved. Xylem and Bell & Gossett are registered trademarks of Xylem Inc. or one of its le m
subsidiaries. All other trademarks or registered trademarks are the property of their respective owners.
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